Defender Series 2335 - 2 1/2" Bullnose

Features:
- Extruded Polycarbonate
- U/L 94 Flammability:
  - V-2 @ 0.125
  - V-2 @ 0.0625
  - V-0 @ 0.2500
- Stock lengths 4'-0" (1219) and 8'-0" (2438)
- Custom lengths available
- Mechanical fasteners

Finishes:
- Clear smooth finish
- Manufacturer's standard colors (optional)

Mounting Options:
- Double-faced tape
- Undrilled (fastening method by others)

<table>
<thead>
<tr>
<th>Length</th>
<th>Total # of Screws</th>
</tr>
</thead>
<tbody>
<tr>
<td>48&quot; (1219)</td>
<td>6</td>
</tr>
<tr>
<td>108&quot; (2743)</td>
<td>8</td>
</tr>
<tr>
<td>144&quot; (3658)</td>
<td>10</td>
</tr>
</tbody>
</table>

WallGuard.com reserves the right to discontinue a design or modify an existing design without prior notice

Toll Free Tel: 1-877-WGDOTCOM  1-877-943-6826  web: www.wallguard.com
Toll Free Fax: 1-877-WGFAXCOM   1-877-943-2926  email: sales@wallguard.com

WGDC.2335.5a